FLOW RATE AND NOZZLE CHOICE
Tecnoma & TIPS - KWIX
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Direct reading on flow chart N° 9960901 and 9960902

According to desired volume per hectare, select a nozzle, a forward speed and a spraying pressure on
flow chart.

Example: to spray 300 I/ha, according to speed, flow chart gives following choice between pressure:

Speed in km/h

NOZZLES 4 5| 6 78 9 |10 11| 12| 13| 14 | 15
RFX - AFX 80.02 5
RFX - AFX 110.03 34|48
RFX -AFX 110.04 2737149
RFX - AFX 110.05 2432|3946
RFX - AFX 110.06 2227|1344 |49
RFX - AFX 110.08 23127 (32|37 |43

Maximum delivery per nozzle (I/mn), according to boom width and pump flow rate.

Maxi flow rate Boom width in metre

ofihersme "7 7 9 [10| 12] 15| 16 | 18| 20| 21 |24 | 28 | 30| 32 | 36 | 40
40 28 22| 2 [16[13[12]11 [ 1 |09 |08 |07 |06 |06 [05 D5
60 42133|3 |25|2 (1816 (15 (14 [12 |11 [1 |09 |08 D7
70 5 3835|2923 |21 (1.9 [17 (16 [14 [12 |11 |1 |09 D8
100 7 | 55| 5 |41(33 |31 (27|25 (23 |2 |17 [16 1.5 [1.3 [1.2
105 75|58 (5243|3532 (29 |26 (25 [21 1.8 [1.7 |16 |14 [1.3
110 78 6.1 |5545|36 |34 |3 |27 (26 [22 19 [1.8 |17 |15 [1.3
150 83|75(62 |5 |46 (41 (37 (35 [31 |26 [25 23 (2 1.8
160 88| 8 |66 |53 |5 |44 |4 |38 |33 28 [26 [25 2 |2
200 83|66 |62 (55 |5 (47 |41 |35 3.3 [3.1 [27 R5
240 8 |75(66 |6 |57 |5 |42 |4 |37 [33 |3
300 83 (75|71 62 (53 |5 |46 4.1 B7

Flow rate calculation for special case (different from flow chart)

. d : delivery per nozzle (I/mn),
Use following formula  d = XY Q : quantity per hectare (I/ha),

1200
S : forward speed km/ h
Example : spraying 450 I/ha at 5.5 km/h (spacing between nozzles: 0,5 m)

450X9.5 =9 0g |/mn

1200
Nozzle choice and pressure adjustment according to d: see "delivery per nozzle" column H

on flow chart:
-for2,06l/mn, use: e RFXorAFX 110.05 nozzle at 3,3 bars or,
e RFX or AFX 110.06 nozzle at 2,3 bars.
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